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22-Ton, 27-Ton, 28-Ton & 35-Ton Vertical/Horizontal
Log ...Important Safety Information GENERAL SAFETY
Failure To Follow Warnings, Cautions, Assembly And
Operation Instructions In The Operation Manual May
Result In Serious Injury Or Death. Read The Operation
Manual Before Operation. • Do Not Permit Children To
Operate This Equipment At Any Time. Do Not Permit
Others That Have Not Read And Understood The Jan
2th, 2024HAMMER Lighting & Grip 1 Ton 3 Ton 4 Ton 5
TonSpring/Pony Clamp #1 6 12 12 12 Spring/Pony
Clamp #2 12 16 16 16 Spring/Pony Clamp #3 0 12 12
12 Quacker- Foamcore/Beadboard Clamp 2 3 3 4 Vice
Grip - Chain W/Baby Pins 2 3 4 4 ... Ratchet Strap 5 5 5
5 Endless Ratchet Strap 1 2 2 2 Scissor Clip 4 10 15 15
Scrim Flag Adapter 0 0 0 1 Triple Header - … Feb 5th,
202425-TON, 30-TON, & 35-TON
VERTICAL/HORIZONTAL LOG …- Only One Person
Should Operate And Load Logs Onto The Log Splitter.
Stay In The Manufacturer’s Designated Operator Zone.



All Pets And Bystanders Should Keep Away. - Always
Wear ANSI Approved Head, Eye, Hearing, Foot, And
Hand Protection While Operating The Log Splitter. -
Never Step Or Reach Over The Log Splitter During
Operation. Mar 2th, 2024.
22-Ton, 27-Ton And 28-Ton Vertical/Horizontal Log
Splitters• Use Care When Backing Up With The Log
Splitter In Tow To Avoid Jack-knifing. Allow For Added
Length Of The Log Splitter When Turning, Parking,
Crossing Intersections And In All Driving Situations. •
Do Not Exceed 45 Mph When Towing Your Log Splitter.
Towing The Log Splitter At Speeds Higher Than 45 Mph
Could Result In Loss Apr 5th, 202430 TON, 35 TON &
40 TON VERTICAL/HORIZONTAL LOG …30 TON, 35 TON
& 40 TON VERTICAL/HORIZONTAL LOG SPLITTER
Operation Manual Model #s BWMLS30H (30 Ton),
BWMLS35H (35 Ton), BWMLS40H (40 Ton) This Safety
Symbol Identifies Important Safety Measures
Throughout This Manual. Failure To Follow This
Information May Result In … Feb 7th, 2024Trane Trane-
Xr80-Manual-1002969 Trane-xr80-manual …Manual
Reset Flame Roll Out Switches Insulated Blower Door
Insulated Blower Compartment Accessory Hook-up
Capability - Hum And EAC Blower Door Safety Switch
Left/right Gas Connection 24 Volt Fuse Manual Reset
Burner Box Limit Non-prorated 20-year Heat Ex-
Changer Limited Wa Apr 3th, 2024.
WIRING DIAGRAMS WIRING DIAGRAMS WHAT’S IN THE
BOXWHAT’S IN THE BOX ... 2-Stage Heat 2-Stage Cool



THERMOSTAT * W2 Y1 Y2 W 1 G R C Y1 G R C Single
Stage Air Handler INDOOR Y1 C R R C G W1 Y1 2-Stage
Air Handler INDOOR Y1 Y2 G C R R G W1 W2 Y1 Y2 ...
THERMOS AT * W2 Y1 Y2 W 1 G C 2-Stage AC
OUTDOOR-Stage Heat 1ge C Feb 8th, 2024Mixing Box
Wiring Diagrams For Split System Evaporative
...Communicating Actuator Connected To It. 2. Up To
Four (4) Non-communicating And Two (2) 2-position
Actuators (1 Each On EXH1 And AUX1 O) 3. One (1)
Communicating And Up To Four (4) Non-communi-
cating And Two (2) 2-position Actuators (1 Each On
EXH1 And AUX1 O). When Using A 2-position Actuator
On The AUX1 O, The AUX1 O Must Be Programmed For
... Jan 6th, 2024Trane Grba Rooftop Units Wiring
DiagramsSource Such As A Furnace And Air
Conditioner Or An Electric Resistive Heat System With
An Air Conditioner Turn The Breaker On And Test The
Unit Be Sure To Test It In, Trane Furnace Wiring
Diagram Technical Support The Trane 360 ... Images
Manual Heil 5000 Apr 1th, 2024.
American Standard Specification 3 Ton Split System
Cooling ...Condenser Coil The Spine Fin™ Coil Shall Be
Continuous-ly Wrapped, Corrosion Resistant All Alu-
minum With Minimum Brazed Joints. This Coil Is 3/8
Inch O.D. Seamless Aluminum Glued To A Continuous
Aluminum Fin. Coils Are Lab Tested To Withstand
2,000 Pounds Of Pressure Per Square Inch. The
Outdoor Coil Provides Low Airflow Resis- Apr 10th,
2024American Standard Specification, 4 Ton Split



System ...Condenser Coil The Spine Fin™ Coil Shall Be
Continuous-ly Wrapped, Corrosion Resistant All Alu-
minum With Minimum Brazed Joints. This Coil Is 3/8
Inch O.D. Seamless Aluminum Glued To A Continuous
Aluminum Fin. Coils Are Lab Tested To Withstand
2,000 Pounds Of Pressure Per Square Inch. The
Outdoor Coil Provides Low Airflow Resis- Jan 8th,
2024American Standard Submittal - 4 Ton Split System
Cooling ...55°F. The Addition Of An Evaporator Defrost
Control Permits Operation To 40°F. The Addition Of An
Evaporator Defrost Control With TXV Permits Low
Ambient Cooling To 30°F. Thermostats—Cooling Only
And Heat/cooling (manual And Automatic Change
Over). Sub-base To Match Thermostat And Locking
Thermostat Cover. Evaporator Defrost Control ... Apr
2th, 2024.
10 SEER SPLIT SYSTEM AIR CONDITIONING 1½ THRU 5
TONPhysical Data Model Liquid Connection Suction
Connection Type Approx. Shipping Weight Apr 1th,
2024American Standard Submittal - 3-1/2 Ton Split
System ...(a) Certified In Accordance With The Air-
Source Unitary Air-conditioner Equipment Certification
Program, Which Is Based On AHRI Standard 210/240.
(b) Rated In Accordance With AHRI Standard 270. (c)
Calculated In Accordance With Natl. Elec. Codes. Use
Only HACR Circuit Breakers Or Fuses. (d) This Value
Shown For Compressor RLA Onthe Unit ... Feb 4th,
2024Trane Product Data - Split System Cooling
4TTR4-L ModelsGeneral The Outdoor Units Are Fully



Charged From The Factory For Up To 15 Feet Of Piping.
This Unit Is Designed To Operate At Outdoor Ambient
Temperatures As High As 115°F. Cooling Capacities
Are Matched With A Wide Selection Of Air Handlers
And Furnace Coils That Are AHRI Certified. The Unit Is
Certified To UL 1995. Apr 1th, 2024.
Trane Product Data Split System Heat Pump XR17 -
4TWR7XR17 4TWR7 2, 3, 4 & 5 Ton Feb 10th,
2024Split System Heat Pump Product Data -
TraneXR14 4TWR4 1 1/ 2 - 5 Tons Split System Heat
Pump Feb 1th, 2024Trane Product Data Split System
Heat Pump XL18i - 4WTX8Coil Spine Fin™ Spine Fin™
Spine Fin™ Spine Fin™ Refrigerant R-410A10/3-LB/OZ
13/3-LB/OZ 10/08-LB/OZ 12/9-LB/OZ Line Size - (in.)
O.D. Gas 3 5/8 1-1/83/4 7/8 Jan 8th, 2024.
Split System Cooling Product Data - TraneCoil Spine
Fin™ Spine Fin™ Spine Fin™ Spine Fin™ Refrigerant
R-410A 5/06-LB/OZ 5/02-LB/OZ 4/15-LB/OZ 5/11-LB/OZ
Line Size - (in.) O.D. Gas 3 1/2 5/8 3/4 3/4 Line Size -
(in.) O.D. Liquid 3 1/4 5/16 5/16 3/8 Dimensions H X W
X D (Crated) 38 X 30.1 X 33 38 X 30.1 X 33 38 X 30.1 X
33 42 X 30.1 X 33 Weight - Shipping 222 225 228
240File Size: 1MBPage Count: 28 Jan 1th, 2024Split
System Cooling Product Data - Trane-mexico.comCoil
Spine Fin™ Spine Fin™ Refrigerant R-410A 8/00-LB/OZ
8/00-LB/OZ Line Size - (in.) O.D. Gas 3 7/8 7/8 Line Size
- (in.) O.D. Liquid 3 3/8 3/8 Charge Spec. Subcooling
10° 10° Dimensions H X W X D (Crated) 42.4 X 35.1 X
38.7 42.4 X 35.1 X 38.7 Weight - Shipping 261 261



Weight - Net 226 226 Start Components NO NO Sound
Enclosure NO NO Mar 2th, 2024Trane Product Data
Split System Cooling XR 13 4TTR3018-060 ...Coil SPINE
FIN™ SPINE FIN™ SPINE FIN™ Refrigerant R-410A 5
LBS., 8 OZ 6 LBS., 7 OZ 8 LBS., 0 OZ LINE SIZE — IN.
O.D. GAS (c) 7/8 7/8 7/8 LINE SIZE — IN. O.D. LIQ. (c)
3/8 3/8 3/8 Charge Spec. Subcooling 10°F 10°F 10°F
Dimensions H X W X D Crated (IN.) 34 X 30.1 X 33 42 X
30.1 X 33 42.4 X 35.1 X 38.7 Weight — Shipping (lbs.)
200 ... Feb 5th, 2024.
Trane Split System Cooling Product And Performance
DataCoil Spine Fin™ Spine Fin™ Refrigerant R-410A
8/06-LB/OZ 8/06-LB/OZ Line Size - (in.) O.D. Gas 3 7/8
7/8 Line Size - (in.) O.D. Liquid 3 3/8 3/8 Charge Spec.
Subcooling 10° 10° Dimensions H X W X D (Crated)
46.4 X 35.1 X 38.7 46.4 X 35.1 X 38.7 Weight -
Shipping 295 294 Weight - Net 259 258 Start
Components NO NO Sound Enclosure NO NO Jan 5th,
2024Trane - Product Data Split System Cooling
4TTR6Coil SPINE FIN™ SPINE FIN™ SPINE FIN™
Refrigerant R-410A 4 LBS., 15 OZ 5LBS., 3 OZ 6 LBS., 7
OZ LINE SIZE — IN. O.D. GAS (c) 3/4 3/4 3/4 LINE SIZE
— IN. O.D. LIQ. 3/8 3/8 3/8 Charge Spec. Subcooling
8°F 8°F 8°F Dimensions H X W X D Crated (IN.) 34 X
30.1 X 33 34 X 30.1 X 33 42 X 30.1 X 33 Weight —
Shipping (lbs.) 189 190 220 Apr 8th, 2024Trane SPLIT
SYSTEM HEAT PUMP Models 4TWR5-HCoil SPINE FIN™
SPINE FIN™ SPINE FIN™ SPINE FIN™ Refrigerant
R-410A (e) 6 LBS., 1 OZ 7 LBS., 4 OZ 7 LBS., 5 OZ 6



LBS., 13 OZ LINE SIZE — IN. O.D. GAS (f) (g) 3/4 3/4
3/4 3/4 LINE SIZE — IN. O.D. LIQ. (h) 3/8 3/8 3/8 3/8
Charge Spec. Subcooling 10°F 8°F 8°F 8°F Apr 3th,
2024.
Split System Cooling Product & Performance Data -
TraneFamily SEER 0 = 10 2 ˜= 12 4 = 14˜ 1 = 11 3 ˜=
13 6 = 16 8 ˜ = 18˜ Unit Parts Identifier Minor Design
Modifications Secondary Function Power Supply 1 =
200 - 230 / 1 / 60 Or 208 - 230 / 1 / 60 3 = 200 - 230 /
3 / 60 4 = 460 / 3 / 60 Major Design Modifications
Nominal Capacity In 000’s Of BTU’s Split System
Connections 1 - 6 Tons 0 = Brazed Feb 9th, 2024
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